
Anexa nr.8 – Situatia surselor de apa de suprafata  

 

Nr.
crt 

 
Sursa :  SUPRAFATA 

 
Debit 

maxim 

 
Debit 
mediu 

 
Debit 
minim 

 
                                   Obs. 

 
 1 

 
R. Bistrita 

36554.2 mᶾ ( 
423.18 l/s) 

31707.6 mᶾ 
(366.99 l/s) 

26365.6 
mᶾ(305.16 

l/s) 

anual 11573.274 mii mc  

 
 2 

R. Geamanu  1166,4 mᶾ 
(13.5 l/s) 

777,6 mᶾ  ( 
9.0 l/s) 

457.9 mᶾ  ( 
5.3 l/s) 

anual 283.824 mii mc 

 3  R. Somes Mare  ( Coordonate 
topografice ale captarii Sasarm, in sistem 
STEREO 70 : X - 634061,0 ;Y - 440696,0 
) 

 
 
   6600 mᶾ  ( 
9.0 l/s) (76,4 
l/s 

 
 
 4708,8 mᶾ  
( 9.0 l/s) 
(54,5 l/s) 

 
 
  3628,8 mᶾ  
( 9.0 l/s) 
(42,0 l/s) 

 
 
 anual 1718,712 mii mc ,functionarea este: - permanenta  
( 365 zile/an, 24 ore/zi ) 

4   R.  Rebra 3974,40 mc 
(46,0 l/s) 

3456,00 
mc(40,0 l/s) 

3006,72 m 
(34,81/s) 

 
anual 1261,440 mii mc 

5   R. Stramba   338,80 mc 
(3,92 l/s) 

242,00 mc 
(2,80 l/s) 

186,15 mc 
(2,15 l/s) 

anual 88,330 mii mc -  Functionarea este: 365 zile/an, 24 
ore/zi 

6  P. Voristei afluent al r. Runc  
 

26,78 mc(0,3 
l/s); 

14,69 mc 
(0,17 l/s); 

8,64 mc 
(0,10 l/s); 

anual- 5,362 mii mc; Functionarea este: 365 zile/an, 24 ore/zi. 

7 UHE Colibita (r. Bistrita); coordonate 
topografice in sistem STEREO 70: X - 
630988, Y – 485936   
-suprafata rau Bistrita (rezerva), aval de 
lacul UHE Colibita; coordonate in sistem 
STEREO 70: X - 631650, Y – 485289 

 

 
 
 
3145,0 
mᶾ(36,4 l/s) 

 
 
 
2419,2 mᶾ 
(28,0 l/s) 

 
 
 
1860,9 mᶾ 
(21,5 l/s) 

 
 
 
 anual 883,008 mii mc ; Functionarea este: permanenta (365 
zile/an 24 ore/zi) 

8 Izvorul Cald 357.869 mᶾ 
(4.14 l/s) 

276.682 mᶾ 
(3.20 l/s) 

212.830 mᶾ 
(2.46 l/s) 

anual 100.989 mii mᶾ- Functionarea este  permanenta ( 365   
zile/an si 24 ore/zi) 

 


